
 

 

Table 3-8. Flow Rates and Total Run-Times for KX P&T System Extraction and Injection Wells, CY 2013 

Well ID Well Name PLC ID 

Yearly 
Average 

Flow Rate, 
L/min (gpm) 

Total Flow
Hours in 
CY 2012 

Total 
Run-Time 
(Percent)a Purpose 

C7149 199-K-178 XE2 142.1 (37.5) 8,040 91.8 Extraction 

C6746 199-K-171 XE3 213.6 (56.4) 8,760 100.0 Extraction 

C5303 199-K-141 XE4 97.7 (25.8) 8,760 100.0 Extraction 

C5370 199-K-154 XE5 218.9 (57.8) 8,640 98.6 Extraction 

C6172 199-K-163 XE6 180.4 (47.6) 7,512 85.8 Extraction 

C5369 199-K-153 XE7 240.6 (63.5) 8,736 99.7 Extraction 

C5939 199-K-161 XE11 72.9 (19.2) 8,760 100.0 Extraction 

C5363 199-K-147 XE12 75 (19.8) 8,760 100.0 Extraction 

C4120 199-K-130 XE13 81.6 (21.5) 8,760 100.0 Extraction 

C5364 199-K-148 XE14 151.2 (39.9) 8,496 97.0 Extraction 

C4561 199-K-131 XE15 169.4 (44.7) 8,760 100.0 Extraction 

C5368 199-K-152 XE16 187.1 (49.4) 8,760 100.0 Extraction 

C5362 199-K-146 XE17 31.1 (8.2) 6,696 76.4 Extraction 

C7476 199-K-182 XE18 94.8 (25) 8,760 100.0 Extraction 

C5937 199-K-159 XJ1 230.5 (60.9) 8,736 99.7 Injection 

C5938 199-K-160 XJ2 240.8 (63.6) 8,760 100.0 Injection 

C6744 199-K-169 XJ3 183.9 (48.6) 7,656 87.4 Injection 

C5305 199-K-143 XJ4 116.9 (30.9) 8,760 100.0 Injection 

C5372 199-K-156 XJ6 252.8 (66.7) 8,760 100.0 Injection 

C6745 199-K-170 XJ7 274.8 (72.6) 8,760 100.0 Injection 

C6386 199-K-164 XJ8 189.8 (50.1) 8,712 99.5 Injection 

C7151 199-K-180 XJ9 191.9 (50.7) 8,760 100.0 Injection 

C6747 199-K-172 XJ10 262.3 (69.2) 8,760 100.0 Injection 

a. Percentage total run-time is calculated by [(days well in operation) ÷ (number of days in the CY)]. 
CY = calendar year 
gpm = gallons per minute 
ID = identification 
PLC = programmable logic controller 

 
  


