
 

 

Table 2-3. Flow Rates and Total Run-Times for DX P&T System Extraction and Injection Wells, 2014 

Well ID Well Name PLC ID 

Flow Rate 
L/min ( gal/min) 

Total Flow 
Hours in 2014 

Total 
Run-Timea 
(Percent) Purpose 

Low River 
Stage Average 

High River Stage 
Average 

B8989 199-D4-38 ME01 29.2 (7.7) 30.8 (8.1) 8,736 99.73% Extraction 

B8990 199-D4-39 ME02 36.6 (9.7) 39.8 (10.5) 8,232 93.97% Extraction 

C3315 199-D4-83 ME03 55.7 (14.7) 56.2 (14.8) 8,376 95.62% Extraction 

C3316 199-D4-84 ME04 17.2 (4.5) 21.2 (5.6) 8,568 97.81% Extraction 

C3317 199-D4-85 ME05 69.7 (18.4) 68 (17.9) 8,760 100.00% Extraction 

C7083 199-D4-95 ME06 50.3 (13.3) 48.7 (12.9) 7,008 80.00% Extraction 

C7084 199-D4-96 ME07 35.5 (9.4) 30.6 (8.1) 8,616 98.36% Extraction 

C7085 199-D4-97 ME08 42.2 (11.1) 35 (9.2) 8,616 98.36% Extraction 

C7086 199-D4-98 ME09 47.3 (12.5) 49.1 (13) 8,616 98.36% Extraction 

C7087 199-D4-99 ME10 67.9 (17.9) 64.6 (17) 7,464 85.21% Extraction 

C7580 199-D4-101 ME11 48.2 (12.7) 41.5 (11) 8,760 100.00% Extraction 

C7583 199-D5-101 ME12 95.6 (25.2) 94.8 (25) 8,760 100.00% Extraction 

C7591 199-D5-127 ME13 45.6 (12) 30.6 (8.1) 8,616 98.36% Extraction 

C5400 199-D5-104 ME14 92.1 (24.3) 93.6 (24.7) 8,544 97.53% Extraction 

A4581 199-D8-53 ME21 75.8 (20) 75.2 (19.9) 6,792 77.53% Extraction 

A4584 199-D8-55b ME22 13 (3.4) 21.3 (5.6) 2,544 29.04% Extraction 

B2773 199-D8-69 ME23 76.5 (20.2) 74.8 (19.7) 8,760 100.00% Extraction 

B2772 199-D8-68 ME26 166 (43.8) 148.3 (39.1) 8,472 96.71% Extraction 
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Well ID Well Name PLC ID 

Flow Rate 
L/min ( gal/min) 
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Hours in 2014 
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Low River 
Stage Average 

High River Stage 
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C7092 199-D8-90 ME27 70.5 (18.6) 50.9 (13.4) 8,520 97.26% Extraction 

C7093 199-D8-91 ME28 79.2 (20.9) 50.9 (13.4) 8,568 97.81% Extraction 

C7582 199-D8-97 ME29 82 (21.7) 81.9 (21.6) 8,592 98.08% Extraction 

C7589 199-D8-95 ME30 44.6 (11.8) 87.6 (23.1) 7,392 84.38% Extraction 

C7590 199-D5-130 ME31 29.8 (7.9) 33.1 (8.7) 7,896 90.14% Extraction 

C7599 199-D7-3 ME32 74.5 (19.7) 67.6 (17.8) 7,896 90.14% Extraction 

C7601 199-D5-131 ME33 65.9 (17.4) 65.5 (17.3) 6,936 79.18% Extraction 

C7602 199-D8-98 ME34 70.5 (18.6) 66.3 (17.5) 7,752 88.49% Extraction 

C7603 199-D8-96 ME35 80.5 (21.3) 86.6 (22.9) 7,896 90.14% Extraction 

C7611 199-D7-6 ME36 62.6 (16.5) 61.6 (16.3) 7,464 85.21% Extraction 

C7610 199-H1-5 ME37 68.3 (18) 61.8 (16.3) 7,392 84.38% Extraction 

C7609 199-H4-82 ME38 76.5 (20.2) 61.9 (16.3) 7,464 85.21% Extraction 

C7596 199-H4-81 ME39 54.5 (14.4) 56.6 (15) 7,392 84.38% Extraction 

C7595 199-H4-80 ME40 58.2 (15.4) 56.7 (15) 7,464 85.21% Extraction 

A4585 199-D8-6d ME41 0 (0) 5.2 (1.4) 1,536 17.53% Extraction 

A4577 199-D5-20 ME42 8.6 (2.3) 22.7 (6) 5,712 65.21% Extraction 

C4185 199-D5-32 ME43 67.2 (17.7) 68.3 (18) 8,616 98.36% Extraction 

B8748 199-D5-39 ME44 92.7 (24.5) 94.3 (24.9) 8,616 98.36% Extraction 
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C4583 199-D5-92 ME45 45.7 (12.1) 67.8 (17.9) 7,728 88.22% Extraction 

C4536 199-D8-88 ME46 14.6 (3.8) 24.4 (6.4) 8,616 98.36% Extraction 

C4474 199-D8-73 ME47 12.2 (3.2) 17.2 (4.5) 6,552 74.79% Extraction 

C7091 199-D8-89 ME48 34.3 (9.1) 34.4 (9.1) 8,616 98.36% Extraction 

B8985 199-D4-34 ME49 31 (8.2) 37.7 (10) 8,616 98.36% Extraction 

B8072 199-D4-14 ME50 45.4 (12) 45.2 (11.9) 8,616 98.36% Extraction 

C8726 199-D5-146c ME51 105.9 (28) 103.4 (27.3) 5,088 58.08% Extraction 

C8789 199-D5-153c ME52 99.8 (26.3) 79.7 (21) 4,992 56.99% Extraction 

B8754 199-D5-44 MJ01 62.7 (16.5) 73.1 (19.3) 8,760 100.00% Injection 

B8752 199-D5-42 MJ02 67.6 (17.8) 72.6 (19.2) 7,896 90.14% Injection 

C7600 199-D5-129 MJ03 373.4 (98.6) 429 (113.3) 7,896 90.14% Injection 

C7612 199-D5-128 MJ04 183.5 (48.4) 220.2 (58.1) 7,896 90.14% Injection 

C8728 199-D5-148c MJ05 471 (124.3) 478.8 (126.4) 5,088 58.08% Injection 

C7608 199-D7-5 MJ21 407.9 (107.7) 483.2 (127.6) 8,616 98.36% Injection 

C7607 199-D6-2 MJ22 69.1 (18.2) 81.3 (21.5) 8,664 98.90% Injection 

C7594 199-D7-4 MJ23 436.7 (115.3) 541.8 (143) 8,664 98.90% Injection 

C7593 199-D8-99 MJ24 174.3 (46) 188 (49.6) 8,760 100.00% Injection 
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C7592 199-D6-1 MJ25 66.4 (17.5) 78.9 (20.8) 8,616 98.36% Injection 

Note: For purposes of deriving average flow rates for low river and high river stage, flow rates from mid-August through early-December were averaged for low river, and 
flow rates from mid-March through early-August were averaged for high river.. 

a. Percentage total run-time is calculated by [(days well in operation) ÷ (number of days in the CY)]. 

b. 199-D8-55 converted from an injection to an extraction well in 2014. 

c. New well connection in 2014. 

d. Well 199-D8-6 had precipitate accumulation due to geochemistry at well location and was off for part of the year. Well is to be replaced.  

CY = calendar year 

ID = identification 

PLC = programmable logic controller 

 

 


