
Table 3-7. Flow Rates and Total Run-Times for KX P&T System 
Extraction and Injection Wells, 2014 

Well ID Well Name PLC ID 

Yearly 
Average 

Flow Rate, 
L/min 

(gal/min) 

Total Flow 
Hours in 

2012 

Total 
Run-Time 
(Percent)a Purpose 

C7464 199-K-181b XE1 193.3 (51) 8,424 96.2% Extraction 

C7149 199-K-178 XE2 149.7 (39.5) 8,760 100.0% Extraction 

C8297 199-K-210c XE3 210.9 (55.7) 2,760 31.5% Extraction 

C5303 199-K-141 XE4 85.6 (22.6) 8,760 100.0% Extraction 

C8795 199-K-220c XE5 222.6 (58.8) 2,736 31.2% Extraction 

C6172 199-K-163c XE6 206.5 (54.5) 1,008 11.5% Extraction 

C5369 199-K-153c XE7 232.4 (61.3) 1,368 15.6% Extraction 

C5939 199-K-161 XE11 72.4 (19.1) 8,760 100.0% Extraction 

C5363 199-K-147 XE12 73.9 (19.5) 8,760 100.0% Extraction 

C4120 199-K-130 XE13 101 (26.7) 8,760 100.0% Extraction 

C5364 199-K-148 XE14 133.3 (35.2) 8,760 100.0% Extraction 

C4561 199-K-131 XE15 168.4 (44.5) 8,760 100.0% Extraction 

C5368 199-K-152 XE16 178.6 (47.2) 8,760 100.0% Extraction 

C5362 199-K-146 XE17 31.1 (8.2) 8,760 100.0% Extraction 

C7476 199-K-182 XE18 98.4 (26) 8,760 100.0% Extraction 

C5369 199-K-153c XE31 243.3 (64.2) 7,248 82.7% Extraction 

C5370 199-K-154c XE32 229.9 (60.7) 7,248 82.7% Extraction 

C6172 199-K-163c XE33 228 (60.2) 7,248 82.7% Extraction 

C6746 199-K-171c XE34 229.8 (60.7) 7,272 83.0% Extraction 

C8299 199-K-212d XE35 203.3 (53.7) 1,392 15.9% Extraction 

C5937 199-K-159 XJ1 257.4 (68) 8,760 100.0% Injection 

C5938 199-K-160 XJ2 255.9 (67.6) 8,760 100.0% Injection 

C6744 199-K-169 XJ3 272.8 (72) 8,760 100.0% Injection 

C5305 199-K-143 XJ4 156.3 (41.3) 8,760 100.0% Injection 

C5372 199-K-156 XJ6 305.2 (80.6) 8,496 97.0% Injection 

C6745 199-K-170 XJ7 320.3 (84.6) 8,760 100.0% Injection 

C6386 199-K-164 XJ8 212.8 (56.2) 8,664 98.9% Injection 



 

 

Table 3-7. Flow Rates and Total Run-Times for KX P&T System 
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Well ID Well Name PLC ID 

Yearly 
Average 

Flow Rate, 
L/min 

(gal/min) 

Total Flow 
Hours in 

2012 

Total 
Run-Time 
(Percent)a Purpose 

C7151 199-K-180 XJ9 208.8 (55.1) 8,760 100.0% Injection 

C6747 199-K-172 XJ10 295.1 (77.9) 8,760 100.0% Injection 

a. Percentage total run-time is calculated by [(days well in operation) ÷ (number of days in the CY)]. 

b. Extraction well connected to KW pump-and-treat system and operational in January 2014. 

c. Extraction wells realigned in March 2014 to accommodate system modifications. 

d. Extraction well connected to KW pump-and-treat system and operational in November 2014. 

CY = calendar year 

ID = identification 

PLC = programmable logic controller 

 

  


