
 

 

Table 4-10. Maximum TPH-Diesel Concentrations (µµµµg/L) for Selected Wells and Aquifer Tubes 

Date 199-N-3 199-N-16 199-N-18 199-N-183 199-N-19 199-N-21 199-N-56 199-N-57 199-N-96A 199-N-173 
116m 

Array-0A C6135 
116m 

Array-1A 

1992 NR 200 (U) NR N/A 200 (U) 200 (U) 1,000 (U) NR NR NR NR NR NR 

1993 1,000 (U) 67 (J) NR N/A 100 (U) 100 (U) NR 100 (U) NR NR NR NR NR 

1994 1,000 4,000 NR N/A 500 (U) 1,000 NR NR NR NR NR NR NR 

1995 to 
1998 

NR NR NR N/A NR NR NR NR NR NR NR NR NR 

1999 NR NR 16,000 (D) N/A NR NR NR NR NR NR NR NR NR 

2000 92 (U) NR 
23,000 
(D,N) 

N/A NR NR NR NR NR NR NR NR NR 

2001 92 (U) NR 
6,800,000 

(D,N) 
N/A NR NR NR NR 50 (U) NR NR NR NR 

2002 50 (U) NR 
440,000 
(D,N) 

N/A 50 (U) NR NR NR 1,500 NR NR NR NR 

2003 50 (U) 6,500 (N) 
630,000,000 

(D,Z) 
N/A 50 (U) NR NR NR 900 NR NR NR NR 

2004 50 (U) 6,100 (N) 
340,000 
(D,N) 

N/A 50 (U) 60 (U,H) 60 (U) NR 750 (N) NR NR NR NR 

2005 50 (U) 11,000 (N) 
69,000 
(D,N) 

N/A 580 (N,Q) 50 (U) 50 (U) NR 610 NR NR NR NR 

2006 50 (U) 50 (U) 23,000 (D) N/A 50 (U) 50 (U) 50 (U) NR 50 (U) NR NR NR 50 (U,D) 

2007 50 (U) 33 (U,D,N) 190,000 N/A 50 (U) 71 (U) 50 (U) NR 50 (U) NR 970 290 15 (U) 

2008 33 (U) NR 809,000 (D) N/A 72 (U) NR NR NR 71 (U) NR 94 (U) 320 72 (U) 

2009 17 (U) 70 (U) 67,000 (D) N/A 17 (U) 70 (U) 70 (U) 70 (U) 260 2,100 840 770 70 (U) 

2010 70 (U) 79 (J) 420,000 (D) N/A 70 (U) 70 (U) 70 (U) 70 (U) 200 (X) 2,100 570 910 200 

2011 70 (U) 70 (U) 48,000 (H) N/A 670 70 (U) 70 (U) 70 (U) 70 (U) 70 (U) 360 670 80 (U) 



 

 

Table 4-10. Maximum TPH-Diesel Concentrations (µµµµg/L) for Selected Wells and Aquifer Tubes 

Date 199-N-3 199-N-16 199-N-18 199-N-183 199-N-19 199-N-21 199-N-56 199-N-57 199-N-96A 199-N-173 
116m 

Array-0A C6135 
116m 

Array-1A 

2012 70 (U) 70 (U) 
Not 

sampledd 
2,100 (X) 70 (U) 70 (U) 70 (U) 70 (U) 140 1,900 440 870 (X) 70 (U) 

2013a 70 (U) ―b Not 
sampledd 

3,350 (X) 70 (U) 70 (U) 70 (U) 70 (U) 70 (U) 410 880 ―c 70 (U) 

2014 51 (U) ―b 
Not 

sampledd 
2,600 (T) 108 (J) 

Not 
sampled 

112 (J,T) 17 (U) 446 (T) 4,700 (T) 2,200 (T) ―c 47.6 (U) 

Note: Highest detected result or lowest nondetectable result for a calendar year are reported in this table. 

a. Does not include results in WCH-600, Annual Operations and Monitoring Report for UPR-100-N-17: November 2012 – February 2014, for performance monitoring 
of bioventing. 

b. Decommissioned on December 18, 2012. 

c. Aquifer tube was broken and could not be sampled. 

d. Well 199-N-18 was replaced by Well 199-N-183 for groundwater sampling 

Data flags:  

D  =  sample was diluted for analysis  

H  = laboratory holding time exceeded before sample was analyzed  

J  =  concentration is estimated  

N  =  spike sample outside limits  

N/A  =  not applicable 

NR  =  not reported 

 

Q  =  associated with out-of-limit quality control data 

T  =  spike and/or spike duplicate sample recovery is outside control limits 

U  =  undetected  

X  =  see hardcopy data report for further explanation 

Z  =  miscellaneous circumstances exist; see project file 

 

  


